Specification IRC 52 (ex Cristabella May 2005)

(pictured in previous colours)
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Summary:
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ACP Sailing

Cristabella is a newly re-fitted grand prix sailboat that is fun,
safe and reliable. She was built as one of the hugely successful
TP52 class with the capability of being put into “IRC mode”. She
is a flat out racing platform (even the minimal sink & head are
constructed out of carbon fibre) and is one of the few fully
crewed, high performance mono hulls capable of racing in both
buoy regattas as well as blue water offshore races.

Her layout provides for up to 14 crew members with the
flexibility to bring along a guest or sponsor in the back of the
boat out of harms way.

She is designed to be raced by both amateur and professional
sailors alike, does not use water ballast, canting keel or running
back stays. The IRC-52 can easily exceed 25 knots boat speed
off the wind with the record being 32 knots for one of her sister
ships, racing down the California coast in 2003. Upwind, she is
very stiff and fast as approximately 60% of the weight of the
boat is in the metal fin & lead bulb.

This Judel Vrolijk hull series design is currently doing very well
indeed in the Breitling Cup TP52 series and can be considered
as highly competitive. Her class have won most every blue
water regatta they have entered including;

overall wins in 2004 Bermuda Race
2004 Chicago to Mackinac
2003 Transpac race to Hawaii.

In buoy racing, they have won
2005 Key West Race week
2003 Miami SORC and the
2001-04 St. Francis series against the best
boats in the world.

This newly enhanced “ex-Cristabella” is a ready to sail IRC52
(or could be returned to TP52 mode), enabling an owner to run
a high profile IRC big boat campaign with a leading edge 2007
boat at a fraction of the cost of a brand new build.

In her previous guise she had minimal use (11 outings) and
following a highly comprehensive refit is effectively now a “new”
2007 boat yet built upon a proven Judel- Vrolijk platform. The
refit included the addition of a lightweight interior with a toilet
compartment, storage area and additional bunks. As well as
providing some basic “comforts”, this helps obtain an improved
IRC Hull Factor (HF) which assists with the overall IRC rating of
the boat. The boat is also IRC optimised with a bowsprit and
increased spinnaker area.
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RECENT PHOTOGRAPHS OF THE
BOAT (post refit):
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Keel & new cradle
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Sailing in the Solent, February, 2007:
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INTERIOR PHOTOGRAPHS OF THE
BOAT (post refit):

Looking forward into main cabin:

Galley and storage in main cabin (starboard):
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Looking towards stern from main cabin:

Heads and sink port compartment:
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Type

Designer
Builder

Build Date

Construction

Finish (new)

Rig
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One of four Judel Vrolijk racers for the highly successful and
high profile Med TP52 circuit, since optimised for IRC

Judel / Vrolijk & Co, Germany
Green Marine, UK (builders of Volvo 70 etc)

Spring 2005, rebuilt Autumn 2006, re-commissioned Spring
2007.

Carbon & Nomex

Rig: Snow white Awlcraft 2000

Deck: Awlgrip Matterhorn gray with coarse and medium
particles

Freeboard: Mid-Grey Awlgrip Awlcraft 2000

Hull: Durapox Epoxyprime with Awlgrip 545 white

Interior: Awlgrip white with clear coated carbon panels

Hall Spars (Holland) twin-spreader High Modulus Carbon Fibre
mast and deep-profile boom
Carbon bowsprit (approx 6’), with bobstay system and walk-out
dual tack line system. Sprit is removeable for TP52 mode
Reef line to spinlock jammer in boom
Adjustable spreaders
Standing rigging; Navtec 8000
Future fibres backstay
Tuff-Luff 2206 forestay foil
2X Hall Spars spinnaker poles with 2X speed-trigger height
positions at mast (759.5cm) — recoated autumn 2006, used for
TP52 mode only
2X Hall Spars jockey poles (special deck fitting) — as option for
TP52 mode
3X Halyard locks — twin topmast and main halyard
Adjustable mast heel position
Integral hydraulic mast jack, spacers and heel
Hydraulically adjustable forestay for perfect mast trim
Jib Cunningham 64:1 system
Outhaul hydraulic ram located at mast base in cabin
Vang purchase control behind helm position
Lopo LED masthead tri-colour with carbon bracket, new 2007
Code 0 hydraulic-ram
Halyards (all new) with tylasker snap shackles
1X Main on 1:1 with 2X halyard lock positions for reefing
(Maffioli DSK75)
2X Masthead spin with halyard locks (Maffioli DSK75)
1X Fractional Halyard with spectacle (Maffioli DSK75)
1X Jib Halyard (Maffioli DSK 78 Ultra with spectra jacket
tip)
1X PBO Jib Halyard (Maffioli PBO, worn)
1X Staysail halyard (Maffioli DSK 75)
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Hull Features

Engine

Steering

Hull and keel Dms

Deck Hardware
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1X Through-deck tack line (Maffioli DSK 75)

Both foils have been painstakingly faired to the JV design
templates

Spectra pad-eye loops

Aluminium stanchions, pushpit and open pulpit, integrated jib
rollers on bow area

Transverse jib tracks for optimum jib-lead control (waterproofed
control system to avoid water ingress to interior)

Multiple cockpit bags on rail sliders for easy removal

LED and strip-light Interior lighting

2X Endoscope through-hulls for underwater inspection

Flush fit through-hull valves throughout

Life-raft storage locker through deck

Normally aspirated Yanmar 4JH
Yanmar Saildrive

2-blade folding prop

Spinlock flush-deck control
Serviced autumn 2006

Edson / Green Carbon wheel, JP3 bearings, custom carbon
gquadrant

LOA: 15.85 m

LWL: 14.76 m

Beam: 4.32m

DM: 3.25m
Winches

Harken x 8.

2 x Carbon pedestal grinders

Over drive box for primaries,

Pit 2 x 50.2str,

Backstay 2 x 50.2str,

Primary 2 x B65.3 TCR, with carbon tops

Main 2 x B65TCR.

Americas Cup pressurised gas change-over
valves fitted to system in order to permit power
direction changes without stopping grinding effort.

Clutches / Organisers

Spinlock and spinlock carbon TS
Blocks

Harken Black magic and Carboblock
Hatch

New angular design Lewmar bow hatch
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Safety

Electronics

Sails
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Mains

Upwind

ACP Sailing

2X  Life rafts

2X Horseshoe life-rings with drogues

1X Man overboard light

1X  Radar reflector

1X Heaving line

1X Flare pack

1X Emergency tiller

2X  Fortress anchors

2X  Grab bags containing 14 lifejackets and tethers

1X  Grab bag containing emergency first aid and safety gear

B&G WTP (Wave Technology Processor) system package with
Quadrant and forestay string-pot sensors. Updated to latest
firmware levels and well tested

Loadsense loadcell on forestay

Leica GPS integrated to B&G system

RS232 to Bluetooth converter, with cockpit Bluetooth repeater
in order to allow continuous reliable access to system from
Navigator Deck PC tablet

GoBook (IP67 waterproof) PC tablet with extensive digital MAC
charts (incl Med), running Deckman v7 available as an extra
4X FFD Displays

6X 20X20 Jumbo displays

Vertical carbon wand at masthead for anemometer

ICOM VHF MC Base Station with GMDSS DSC, distress
button, on-deck command-mike and waterproof deck-speaker
with on/off switch

Two high capacity gel batteries with isolators

Hella LED Bowlights

Lopo LED Sternlight

Lopo LED Mast-head tri-colour

Supplied by North Sails Italy, are hardly used and in excellent
condition. All serviced in November 2006. Polar targets and 2-D
sail crossover chart for optimal boat operation.

1X Mainsail
1X  Storm trysalil
1X  Offshore mainsail (new August 2007)

1X  Code 1 Light Jib

2X  Code 2 Medium Jib

2X  Code 3 Medium / Heavy Jibs
1X  Code 4 Heavy Jib

1X  Jib Top

1X  CodeO

1X  Genoa Staysail

1X  Spinnaker Staysall
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Downwind

ACP Sailing
1X Storm Jib

1IX VMG **
IX Al =
2X A2
1IX A3 *
IX A4
1IX A5

1X A7  (frac)
1X A2 (new September 2007)

** = modified by North sails to increased IRC rated SPA (spin area) for use with

bowsprit

Extras

Interior

10X Hiking rail pads

99X Fenders with covers

4X Deck covers

1X Boom cover

1X  Light boat tent

1X Dehumidifier and heater

4X Hull tie-down protector pads

1X 20’ shipping container with fitments
14X Musto offshore crew kit sets

Carbon sink with fresh water tap

Gas cooker operating from sealed gas locker

Removable chart table integrated to galley system

Sea Toilet in private cubicle

Open plan bow with safety forward ORC bulkhead (sealable)
Additional bunk system designed and available (+6)
Cushions and lee-cloths on existing bunks (4)

White painted living quarters

Crew gear racks able to take mylar crew boxes

Non-skid on floor-boards

Race results 2007

000

1% in class and line honours in RORC Cowes — Le Havre
Cervantes offshore race.

1% in class, 3" overall in RORC Cowes — Eddystone offshore
race.

2" class Trafalgar Cup RSYC

2" class Little Britain Challenge Cup

Race photographs 2007

(in sponsor colour graphics — note, these are HP vinyl. See next pages)
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Windy RORC Offshore race — May 2007
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Cowes Week 2007
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APPENDIX 1 — SAIL CROSSOVER CHART (pdf)
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